
MCH13-16/SH Mini Tech Fill Station 

 

http://www.coltriamericas.com/img/mch13-16-sh-mini-tech.jpg
http://www.coltriamericas.com/img/mch13-16-sh-mini-tech.jpg


 INFO 

 SPECIFICATIONS 

  

 
MCH13 MCH16 

CHARGING 

RATE: 

215 

L/min 

13 m³/h 

7.5 CFM 

265 L/min 

16 m³/h 

9 CFM 

FILLING TIME 

CYLINDER 10L 

0-200BAR: 

9 min 8 min 

WORKING 

PRESSURE: 

225 Bar - 

3200 Psi 
330 Bar - 4700 Psi 

DRIVEN BY: 

Honda 

Petrol 

Engine 

Honda Petrol Engine 

POWER: 6.6kW 6.6kW 

DIMENSIONS: 

height 

64cm / 

25" 

width 

113cm / 

44" 

depth 

54cm / 

21" 

height 64cm / 25" 

width 113cm / 44" 

depth 54cm / 21" 

DRY WEIGHT: 
135 Kg / 

298 lbs 
135 Kg / 298 lbs 

NOISE(ISO 

3746): 
95.6 dB 95.6 dB 

NUMBER OF 

STAGES AND 

CYLINDERS: 

3 3 
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MCH13 MCH16 

LUBRICATING 

OIL 

CAPACITY: 

1600 cc 

(1.6 L)/ 

0.42 US 

Gallon 

1600 cc (1.6 L)/ 0.42 US Gallon 

LUBRICANT: 
Coltri Oil 

CE 750 
Coltri Oil CE 750 

FRAME: 

Powder 

Coated 

Steel 

Powder Coated Steel 

OIL/MOISTURE 

SEPARATOR: 
2 2 

FILTRATION: 

Maxifilter 

active 

carbon 

and 

molecular 

sieve 

Maxifilter active carbon and molecular 

sieve 

SAFETY 

VALVE: 

2 

interstage, 

1 last 

stage 

2 interstage, 1 last stage 

INTERSTAGE 

COOLERS AND 

AFTER 

COOLERS: 

Stainless 

Steel 
Stainless Steel 

BREATHING 

AIR: 

DIN 3188 

EN 12021 

CGA E 

DIN 3188 EN 12021 CGA E 

 


