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M13-EVUS Compressor System 
Technical Specifications 

 
 
 
 
Compressor Block: Coltri, 4 Stage Radial, Air Cooled,  

Pressure Lubricated, 1000 rpm,  
6000 psig working pressure 

 
 
Pump Capacity:  Charge Rate 14 cfm 
       15.8 scfm     
 
 
Motor:   Baldor 10HP Industrial Motor 

3 Phase 28 Full Load Amps @ 230Volt  
1 Phase 51 Full Load Amps @ 230Volt  
    

 
 
Purification: Interstage and Final Oil/Water Separators 

complete with Safety Relief Valves 
(1) P3H Purifier Tower 

 3P-IA Purifier Cartridge 
Cartridge Life approx. 36 Operating Hours 

 Both Final Separator and Purifier Tower are CRN 
Registered for 6000psi  

 
Air Quality: Meets or Exceeds CSA Z180.1-00, Z94.4 
 And Grade “E” Quality Requirements 
 
Irwin Air Qualifications: CSA B51 Certified Pressure Fittings Manufacturer 
 ASME Certified Pressure Fittings Manufacturer 

Boiler & Safety Branch Certified 
 Government Registered Quality Control Program 
 Manufacturer License MA-2272 
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M13-EVUS Compressor System 
  

Standard Features: 
 

- Powder Coated  Steel Frame  

- High Volume External Cooling Fan 

- Sound Insulated Fully Enclosed Cabinet 

- Vibration Isolation Of Compressor And Motor 

- CSA Approved Electrical Components and System 

- Magnetic Starter with Thermal Overload  

- Pressure Switch Activated Shutdown And Restart When In Auto Mode 

- Hour Meter Displayed on PLC 

- Automatic And Manual Operational Modes 

- Inter-Stage And Final Stage Safety Relief Valves 

- Automatic Condensate Drain With Silent Collection Reservoir 

- High Air Temperature Alarm And Shutdown 

- Low Oil Pressure Alarm And Shutdown 

- Low Oil Level Alarm and Shutdown 

- Inter-stage And Final Oil/Water Separators 

- Individual Stage And Discharge Pressure Gauge Panel 

- System Air Quality meets CSA Standards Z180.1 & Z94.4  

- Ergonomic Gauge And Control Panel 

- Ultra Silent Cabinet  

- CRN Purification And Separator Towers 

- All Stainless Steel Tube Plumbing to CSA Standards B31 & B51 

- Pressure Maintaining And Check Valves To Maximize Cartridge Life 

- Purification System cartridge life 30,000 cuft**** 

 

*Purification Life may vary due to altitude, temperature and other atmospheric conditions 
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