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MCH 6 Compact Portable Compressor 

The compact dimensions and light weight of 
this gas driven compressor in a box frame for 
ease of transportation and safety. It is an 
extremely reliable unit and is ideal for filling 
cylinders on land or at sea.  

 

 
MCH 6 EM 
Compact  

MCH 6 ET 
Compact  

MCH 6 SH 
Compact  

Filling Time  
Approx. 23 
Min  

Approx. 19 
Min  

Approx. 19 
Min  

Cubic 
Feet/Minute  

3.4 SCFM 
2.8 FAD  

4.2 SCFM 
3.5 FAD  

4.2 SCFM 
3.5 FAD  

Liters/Minute  80  100  100  

Engine  
Single 
Phase 
Electric  

Single or 
Three 
Phase 
Electric  

Honda Gas  

E1 115V-60Hz  28 Amp  N/A  N/A  

E1 230V-
50/60Hz  

14 Amp  19 Amp  N/A  

E3 230V-
50/60Hz  

N/A  11 Amp  N/A  

Engine Power  
3 hp (2.2 
kW)  

4 hp (3 kW)  
5.5 hp (4 
kW)  

Max. Op. 
Pressure  

5000 PSI 
(345 bar)  

5000 PSI 
(345 bar)  

5000 PSI 
(345 bar)  

RPM  2240  2800  2800  

Number of 
Stages  

4  4  4  

Number of 
Fill Hoses  

1  1  1  

Condensate 
Drain  

Manual  Manual  Manual  

Sound Level 
@ 3 meters  

82 dB  83 dB  87 dB  

Dimensions 
(HxWxD)  

14"x26"x14" 
(36x65x35 
cm)  

14"x26"x14" 
(36x65x35 
cm)  

14"x26"x14" 
(36x65x35 
cm)  

Weight  
97 lb (44 
kg)  

95 lb (43 
kg)  

91 lb (41 kg)  

Lubrication  Splash Lubrication, capacity 11 oz.  

Air Quality  CSA Z180  

  

 


